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Product Specification

This SpaceSaver single bumper barrier provides space
efficient, low level impact protection to safeguard people,
equipment and internal structures in tight warehouse

environments. Manufactured from durable HDPE polymer
with an energy absorbing design, the barrier flexes onimpact
to minimise floor damage and reduce repair costs, making it a

practical choice for everyday operational demands.

Manufactured from a flexible High density

polyethylene (HDPE) rails with mild steel uprights.

Deflects under impact without damaging.

Minimal floor damage when impact occurs,
saving maintenance costs long term.

Single bumper - double bumpers also available.

Quick and easy installation - all fixings provided.

Materials are non-toxic and fully recyclable.

Suitable for use in food production facilities and
freezer environments.

High visibility colour clearly gives safe working
boundaries for MHE drivers.
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Applications

Brandsafe® SpaceSaver Bumper Barriers differ from our
PAS 13 tested systems by utilising a reduced tube diameter,
resulting in a lighter, more compact design suited to various
applications. The SpaceSaver Bumper Barriers are ideal for
lighter duty environments where space is restricted but reliable
protection remains essential. They are well suited to pedestrian
routes, pick faces, packing zones and areas with occasional
pallet or equipment movement. These barriers integrate easily
into existing layouts while providing clear visual guidance and
dependable low level impact defence.

Safety Yellow and Grey

Material High density polyethylene (HDPE)
Properties Fully recyclable and non-toxic
Temperature range Use in ambient, chilled and freezer environments
Height 365mm
Width 200mm (footplate)
Length 1400mm upwards
Colour options Safety Yellow and Grey
Floor anchors M12 x 100 mm throughbolt
Barrier option Single

Please note: All polymer barrier installations include a minimum length of 1.4 metres. For barrier runs of 3 metres or more, a centre
post will be incorporated to ensure maximum protection and structural integrity.
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